
STACKABLE CRATE [03]

Capacity (kg) 20

Volume (L) 32.87

Truck Load

Standard Color 

Temperature -20 / +60 C

Client LOGO Customized

3250 PCs

Extrernal Dimensions LxWxH (mm) 590 X 390 X 150

CR-03CODE

TECHNICAL DATA

CR-03

Stackable Crate stackable/nestable crates: the ultimate storage space saving, These crates 
are manufactured from high quality , food grade, prime material. Used widely in bakery and 
poultry sectors.
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Easy to clean

Reduce transport & stock costs
Easy stacking and nesting

Anti Static Agent

OPTIONS ON REQUEST
Customized Color

Client LOGO Engraved

Fire Retardant

KEY FEATURES
Color coded for logistics supply chain

Pin reinforcement for resist sides deformation and stable packaging
Extra base holes for wet goods

- The values indicated are approximate and are based on practical experience and ISO 8611-1, evenly distributed load over pallet surface, at ambient temperature
   (23  C) for a specific time. Different load conditions produce different values that have to be checked at the customer's request.  Any deterioration or breakage in
   the pallet may vary these results.
- Due to the characteristics of plastic materials and manufacturing process, the dimensions and the weight of the pallets may present certain tolerances.  
- The specification can be affected in case of alteration of the product with parts and / or materials different from those approved by the RePall quality department.
- RePall reserves the right to modify any information herein indicated without prior notice.
- Any warranty, specification or liability on the part of RePall will be terminated in case of modification of the product with spare parts not supplied by RePall.

ISO 9001:2015ISO 45001:2018 ISO 14001:2015

Compatible with Dolly Code: DO-01

Compatible with standard pallet size (1200x1000 mm)


